


CHEMICAL NAME:

COMBMON NAME:
CAS NUMBER:

DISTILLATES (PETROLEUM), STEAM-CRACKED, POLYMERS 10-20
WITH LIGHT STEAM-CRACKED PETROLEUM NAPHTHA
AROMATIC HYDROCARBON RESIN

68410-16-2

SECTION 3: HAZARDS IDENTIFICATION

HMIS CODE:

*2-3-0-H

PRIMARY ROUTE(S) OF EXPOSURE: SKIN CONTACT, EYE CONTACT,

INGESTION, INFALATION

EFFECTS OF OVEREXPOSURE

INHALATION:

BKIN CONTACT:

EYE CONTACT:

INGESTION:

IRRITATION OF RESPIRATORY TRACT, PROLONGED INHALATION
MAY LEAD TO LOSS OF APPETITE, FATIGUE, DIZZINESS ANLYOR
LIGHTHEADEDNESS, HEADACHE, UNCOORDINATION, NAUSEA,
SCRE THROAT, CENTRAL NERVOUS SYSTEM DEPRESSION,
INTOXICATION, ANESTHETIC EFFECT OR NARCOSIS,
PNEUMOCONIOSES, LOSS OF CONSCIQUSNESS, ASPHYXIATION.

IRRITATION OF SKIN. PROLONGED OR REPEATED CONTACT CAN
CAUSE DERMATITIS, DEFATTING.

IRRITATION OF EYES. PROLONGED OR REPEATED CONTACT CAN
CAUSE CONJUNCTIVITIS, BLURRED VISION, TEARING OF EYES,
REDNESS OF EYES, SEVERE EYE IRRITATION.

INGESTION MAY CAUSE LUNG INFLAMMATION AND DAMAGE DUE
TO ASPIRATION OF MATERIAL INTG LUNGS, DIZZINESS AND/OR
LIGHTHEADEDNESS, HFADACHE, UNCOORDINATION, NAUSEA,
VOMITING, DIARRHEA, GASTRO-INTESTINAL DISTURBANCES,
ABDOMINAL PAIN, COUGHING, CENTRAL NERVOUS SYSTEM
DEPRESSION, INTOXICATION, DIFFICULTY OF BREATHING,
PULMONARY EDEMA, CY ANOSIS.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: RESFIRATORY DISORDERS,

LUNG DISORDERS, S8KIN, EYE

SECTION £FIRST-AID MEASURES

INHALATION:

SKIN CONTACLT:

REMOVE TO FRESH AIR. RESTORE AND SUPPORT CONTINUED
BREATHING. GET EMERGENCY MEDICAL ATTENTION. BAVE
TRAWNED PERSON GIVE GXYGEN IF NECESSARY. GET MEDICAL
HELP FOR ANY BREATHING DIFFICULTY.

WASH THOROUGHLY WITH SOAP AND WATER. TF ANY PRODUCT
REMAINS, GENTLY RUB PETROLEUM JELLY, VEGETABLE OR
MINERAL/BABY OIL ONTQ SKIN. REPEATED APPLICATIONS MAY BE
NEEDED, REMOVE CONTAMINATED CLOTHING. WASH
CONTAMINATED CLOTHING BEFORE RE-USE.



EYE CONTALT: FLUSH IMMEDIATELY WITH LARGE AMOUNTS OF WATER,
ESPECIALLY UNDER LIDS FOR ATLEAST 15 MINUTES. IF
TRRITATION OR OTHER EFFECTS PERSIST, OBTAIN MEDICAL
TREATMENT,

INGESTION: ¥ SWALLOWED, OBTAIN MEDICAL TREATMENT IMMEDIATELY.

SECTION §5: FIRE-FIGHTING MEASURES

FLASHPOINT (SETAY. 23F/ -5, LOWER EXFLOSIVE LIMIT:  NOT AVAILABLE
UPPER EXPLOSIVE LiMIT: NOT AVAILABLE

FIRE EXTINGUISHING MEDIA: DRY CHEMICAL OR FOAM, WATER FOO, CARBON DICXIDE,
UNUSUAL FIRE AND EXPLOSION HAZARDS

CLOSED CONTAINERS MAY EXPLODE WHEN EXPOSED TO EXTREME HEAT OR FIRE,
VAPORS MAY KINITE EXPLOSIVELY AT AMBIENT TEMPERATURES, VAPORS ARE
HEAVIER THAN AIR AND MAY TRAVEL LONG DISTANCES TO A SOURCE OF IGNITION AND
FLASH BACK. VAPORS CAN FORM EXPLOSIVE MIXTURES IN AIR AT ELEVATED
TEMPERATURES. CLOSED CONTAINERS MAY BURST IF EXPOSED TO EXTREME HEAT OR
FIRE. MAY DECOMPOSE UNDER FIRE CONDITIONS EMITTING IRRITANT AND/OR TOXIC
GASES.

FIRE FIGHTING PROCEDURES

WATER MAY BE USED TO COOL AND PROTECT EXPOSED CONTAINERS. FIREFIGHTERS
SHOULD USE FULL PROTECTIVE CLOTHING, EYE PROTECTION, AND SELF-CONTAINED
BREATHING APPARATUS. SELF-CONTAINED BREATHING APPARATUS RECOMMENDEL.

HAZARDOUS DECOMPOSITION OR COMBUSTION PRODUCTS

CARBON MONOCXIDE, CARBON DIOXIDE, OXIDES OF SULFUR, ALDEHYDES, TOXIC
(GASES, CXIDES OF CALCIUM, SMOKE

SECTION &: ACCIDENTAL RELFASE MEASURES
STEPS TO BE TAKEN IN CASE MATERIAL 1S RELEASED OR SPILLED

COMPLY WITH ALL APPLICABLE HEALTH AND ENVIRONMENTAL REGULATIONS,
ELIMINATE ALL SOURCES OF IGNITION. VENTILATE AREA WITH BXPLOSION-
PROOF EQUIPMENT. SFILLS MAY BE COLLECTED WITH ABSORBENT MATERIALS.
USE NON-SPARKING TOOLS. EVACUATE ALL UNNECESSARY PERSONNEL. PLACE
COLLECTED MATERIAL IN PROPER CONTAINER. WET DOWN SPILLED MATERIAL
WITH WATER. COMPLETE PERSONAL PROTECTIVE EQUIPMENT MUST BR USED
DURING CLEANUP.

LARGE SPILLS: SHUT OFF LEAK IF SAFE TO DG SO. DIKE AND CONTAIN SPILL. PUMP TO
STORAGE OR SALVAGE VESSELS. USE ABSORBENT TO PICK. UP EXCESS
RESIDUE. KEEP SALVAGEABLE MATERIAL AND RINSE WATER OUT OF
SEWERS AND WATER COURSES,

SMALL SPILLS; USE ABSCRBENT TO PICK UP RESIDUE AND DISPOSE OF PROPERLY.






PERSONAL FROTECTIVE EQUIPMENT

EYE WASH. SAFETY SHOWER, SAFETY GLASSES OR GOGGLES,

IMPERVIOUS GLOVES, IMPERVIOUS CLOTHING

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIHS

YAPOR PRESSURE: NOT AVAILABLE SPECIFIC GRAVITY: 1131
BOILING RANGE (FiCy: 2060-280/ 93 93 WEIGHT PER GALLON: 942/ 11, 311M7P

HWVOLATILE BY VOLUME: 51.93
APPEARANCE: TAN

PHYSICAL STATYE: PASTE
SGLUBLE N WATER: NO

PH: NOT APPLICARLE HMIS CODE: ¥2.3-9-H

SECTION 18: STABILITY AND REACTIVILY

UNDER NORMAL CONDETIONS:
MATERIALS TG AVOID:

CONDETIONS TO AVOIDy

HAZARDOUS POLYMERIZATION:

STABLE (SEE SECTION 5 FIRE FIGHTING MEASURES)

OXIDIZERS, ACIDS, BASES, STYRENE MONOMER,
PERGHIDES

ELEVATED TEMPERATURES, CONTACT WITH
OXIDIZING AGENT, SPARKS, OPEN FLAME, IGNITION
SOURCES

WILLNOT QCCUR

SECTION 11: TOXICOLOGICAL INFORMATION

COMMON NAME: LIMESTONE
CAS NUMBER: 1317-65-3

CARCINCGENICITY LISTED BY: NTP NO IARC NG OSHANO ACGIH NG

LD30: 645000 MG/KG ORT. RAT

COMMONNAME:  CLAY
CAS NUMBER: 1332-58.1

CARCINOGENICTIY LISTED BY: NTP NO IARC NG OSHA NO ACGIHENG

COMMON NAME: HEPTANE
CAS NUMBER: 142-82-8

CARCINCGENICITY LISTED BY: NTP NO IARC NG OSHA NG ACGIHNO

LID50: 222,00 MGRG IVN MOU

COMMON NAME: QUARTZ
CAS NUMBER: 14808-60-7

CARCINOGENICITY LISTED BY: NTP YES IARCYES | USHA NO ACGHING

COMMON NAME: PETROLEUM HYDROCARBON

CAS NUMBER: 64742-52-5

CARCINOGENICITY LISTED BY: NTP NO IARCYES1  OSHANO ACGIHINDG

LDS56:  »>2000.00 MGAG SENRAT









